Indestructible WOODPLAC shell, scratch, break,
shock resistant & flame-retardant

Absolutely robust frame, thanks to 2 mm thick
steel pipe and seamless welds

Seat and back separate, ergonomical, of
WOODPLAC, beech multiplex melamine-
coated, with pressed seat knobs, Highly
abrasion and scratch resistant, skid frame,
Side panel oval tube: 35/15/2 mm, Seat
mounting rectangular tube: 30/15/2 mm,
Cross brace oval tube: 35/15/1,5 mm, ep-
oxy coating, Piggyback equipment with
plate protectors, for table stacking, Floor
protectors with integrated impact protec-
tion, Size according to DIN EN 1729: 2-7,
maximum load (pro seat): 125,0 kg

Matching products

Classroom tables 75 series
Classroom tables 85 series
Classroom tables 95 series
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Savers protect the table
when stacking

Protects floor and chair:
A2S-floor protectors

Up to 5 chairs stackable

C-Form

The seat and backrest elements are made of especially durable, scratch- and impact-resistant
WOODPLAC. The seats are fitted with anti-slip knobs.

The particularly robust oval tubing frame with continuous welded seams are powder-coated and
scratch resistant. The A2S-floor protectors protect floors and chair feet from scratching.

Size 2 3 4 5 6 7

W/H/D (cm) 33+53-36 39-61-44 39-68-44 457651 4579451 4583451

Seat h. (cm) 30 34 38 42 46 50

Weight (kg) 51 5,4 5,7 6,5 6,7 7,0

stackable (Stk.) 4 5 5 5 5 5

Optional features Accessories

0821 Felt floor protectors 0810 Series connection

0503.010 WOODPLAC seat&back maple/gray- 7105a Seat upholstery Basic (size 6, 7)

’ white 7105b Seat upholstery Comfort (size 6,7)
0503.012 WOODPLAC seat and back colour wood 7105¢ Seat upholstery Premium (size 6,7)
0500.010 Fabric look WOODPLAC seat and back 7106a Seat and back upholstery Basic (size 6,7)
0501.010 >chool logo on melamine resin - back 2106b Seat and back upholstery Comfort (size

rest 6,7)
7106¢ Ze;)t and back upholstery Premium (size
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