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Fig. 1

Das Gerdt dient zur Beobachtung der Brownschen Mo-
lekularbewegung von Rauchteilchen unter einem Mi-
kraskop.

1 Beschreibung

In einem hohlen Metallquader von 25 x 25 x 12 mm3
sind an zwei Seitenfldchen und an der Deckfldche
Glasfenster eingesetzt. Auferdem ist der Quader mit
zwel Schlauchwellen (1 mm §) versehen, auf die man
Gummischlduche aufzieht, und dadurch Rauch in die
Kammer einblasen kann. Die Kammer hat zur Befesti-

gung auf dem Objekttisch des Mikroskopes eine
rechteckige Uberstehende Bodenplatte.

2 _Handhabung

Zusdtzlich erforderlich:

Mikroskop

Beleuchtungseinrichtung, z.B, bestehend aus (s.
Fig. 2):

Lampe, 6 V, 30 ¥ 450 51

Lampengehduse 450 60

Transformator, 6 V, 30 W z.B., 562 73

Asphdrischer Kondensor 460 20

Sammellinse, f = 50 mm 460 02

Warmeschutzfilter, z.B.

Spiegelglaskasten 477 25

mit 1%iger KupfersulfatlGsung

Stativmaterial, z.B.

Sockel (3x) 300 11

Die Lampenwendel wird waagerecht eingestellt und
auf eines der seitlichen Fenster ganz knapp unter
dem oberen Rand der Kammer abgebildet.

Zur Beobachtung benutzt man am besten ein Objektiv
mit 10facher Vergroperung und ein Okular mit 10-
bis 15facher Vergroferung.

In die Kammer wird nun Zigarettenrauch eingeblasen,
Zundchst ist der Rauch so dicht, daB das Gesichts-
feld zu hell ist und die Rauchpartikel zu kontrast-
arm erscheinen. Man wartet deshalb etwas, bis sich
der Rauch beruhigt und verdinnt hat und sieht dann
die Teilchen hell auf dunklerem Untergrund,

Erforderlichenfalls mupf die Beleuchtung durch Betd-
tigung der Rdndelschrauben am Lampengehduse etwas
nachgestellt werden,
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Rauchkammer
Smoke chamber

The apparatus is used to observe the Brownian mo-
tion of smoke particles with a microscope.

1 Description

Glass windows are fitted on two sides and on the
top of a hollow metal rectangular block of 25 mm x
25 mm x 12 mm edge length, Moreover, the rectangu-
tar block is provided with two hose nipples (1 mm
diam.) onto which rubber tubings are attached
through which smoke can be blown into the chamber.
The base of the chamber protrudes on all sides to
secure it to the microscope table,

2 Use

Additiennally required:

Microscope .

IMlumination device, e.g. consisting of (see fig.
2):

Lamp, 6 V, 30 W 450 51
Lamp housing 450 60
Transformer, 6 V, 30 W e.g., 562 73
Condenser with diaphragm holder 460 20
Convex lens, f = 50 mm 460 02
Heat protection filter, e.g.

Plate glass cell 477 25
with 1% cupric sulphade solution

Stand material, e.g.

Saddle base (3x) 300 11

The lamp filament is adjusted horizontallly and its
image is depicted on one of the lateral windows
directly below the upper edge of the chamber,

For observing the phenomenon an objective with 10
fold magnification and an eyepiece of 10 to 15 fold
magnification are preferably used.

Now cigarette smoke is blown into the chamber. For
the present the smoke is so dense that the field of
vision is too bright and the smoke particles appear
with poor contrast. Therefore, one should wait a
short time until the smoke has steadied and is at-
tenuated, Then the particles can be seen clearly on
a dark background.

If it should be necessary the illumination must be
readjusted somewhat by manipulating the knurled
head screws of the lamp house.
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